
Cambridgeport

ONE-PIECE WELDED CONSTRUCTION

ALL WELDS SPRAYED WITH GALVANIZING COMPOUND

FACTORY INSTALL SUPPLY TRANSITION

FULLY INSULATED WITH 1”- 1 1/2 LB DENSITY INSULATION

FABRICATED OF HEAVY GAUGE GALVANIZED STEEL

SLOPE DESIGN FOR EVEN WEIGHT DISTRIBUTION TO EXISTING CURB 

GASKET PROVIDED FOR UNIT TO ADAPTER SEALING

FEATURES

Cambridgeport North 8 Fanaras Drive Salisbury MA 01952  800-648-2872    Cambridgeport South Lamar Industrial Park 3529 Lamar Ave Memphis TN 38118 877-648-2872
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SUBMITTED TO  ___________________________

COMPANY         ___________________________

JOB NAME         ___________________________

EQUIPMENT      ___________________________

SIGNATURE       ___________________________

DATE            __________________________

SUBMITTAL

Existing Unit(s)

BP, DH, DM, 078-150

XP, ZF, ZH, ZJ, ZR, 078-150

ZH, ZJ, ZR 037 & 049 & 061

DF 078-120

DR 090-150

DJ150

New Unit(s)

SA

RA

INSULATED
PANEL

INSULATED
PANEL 12" 

 80 3/4" 

 64 1/4" 

 94" 

 50 5/8" 

 Part #  2001564 

LUXAIRE; B*CB*, B*DF* 090, 120    

D*HB*, D*HC*, D*UC*, D*US* 090-150  

          

YORK: BCH, BHN 090-120;

DCG, DCE, DEG, DEE  090-150


