
Features:

• Designed for concealed installation in furred down ceilings
• Requires a Sealed Return Air Space
• Optional Long Life Aluminum or Copper DX Coils for Cooling Only or 

factory installed Electric Heat  (208/ 230 VAC)
• Unique polymer blower scroll separates for easy blower wheel and 

motor removal
• Corrosion resistant polycarbonate drain pan
• DX Coil, Electric Heat, motor, blower wheel, and polycarbonate drain 

pan are all serviceable from the bottom
• Rugged, durable, and easy to service
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AHU Model
HFD HFP HFC
*HFCW *HFW

Nominal Cooling Capacity (MBTUH)

Coil Length

Coil Height

Coil Number of Rows

Option 1
+D - Time Delay Required
+V - Expansion Valve (Cooling Only)
+VP - Expansion Valve (Heat Pump)
+H - AHU Housing

Hydronic
H* - Hydronic Coil
 H(2, 3, 4) - Coil Row
NP - Pump or No Pump

Tube Type
G - Long Life Aluminum
T/E - Rifled Copper

Fins Per Inch
0 - 10 FPI 2 - 12 FPI 4 - 14 FPI
6 - 16 FPI 8 - 18 FPI

• *HF*W - Hydronic Air Handler
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Cabinet Dimensions

MODEL
Cabinet

Height -  A 
Cabinet

Width - B
Cabinet

Depth - C
Plenum

Height - D
Plenum

Width - E

HF**
10.00” 37.25” 20.50” 7.00” 30.00”

10.00” 43.25” 20.50” 7.00” 36.00”

10.00” 49.25” 20.50” 7.00” 42.00”


